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 BK99026 - BAKOR 990-26 (47 MILS) 

 1. Product And Company Identification 

 Supplier  Manufacturer 
 HENRY COMPANY  HENRY COMPANY 
 909 N. Sepulveda Blvd., Suite 650  909 N. Sepulveda Blvd., Suite 650 
 El Segundo, CA  90245-2724    El Segundo, CA  90245-2724   

 Company Contact:    Technical Services  Company Contact:    Technical Services 
 Telephone Number:    (800) 486-1278   Telephone Number:    (800) 486-1278  
 Web Site:    www.henry.com    www.bakor.com  Web Site:    www.henry.com    www.bakor.com 

 Supplier Emergency Contacts & Phone Number  Manufacturer Emergency Contacts & Phone Number 
 CHEMTREC:  (800) 424-9300   CHEMTREC:  (800) 424-9300  
 CHEMTREC:  (703) 527-3887   CHEMTREC:  (703) 527-3887  
 CANUTEC:  (613) 996-6666   CANUTEC:  (613) 996-6666  

 Issue Date:    09/30/2008 

 Product Name:    BK99026 - BAKOR 990-26 (47 MILS) 
 Product Code:    BK99026 

 Product/Material Uses 
 Reinforcement for roofing applications. 

 2. Composition/Information On Ingredients 

 Ingredient  CAS  Percent Of 
 Name  Number  Total Weight 

 carbon black  1333-86-4  15 - 40 

 zinc oxide (as zinc)  1314-13-2  1 - 5 

 inert ingredients  <Balance> 

 EMERGENCY OVERVIEW 

 CAUTION! Prolonged exposure may cause skin irritation. 

 3. Hazards Identification 

 Primary Routes(s) Of Entry 
 Ingestion - possible, but considered unlikely. 

 Eye Hazards 
 None expected 

 Skin Hazards 
 May cause skin irritation upon prolonged contact. 

 4. First Aid Measures 

 Eye 
 In case of contact, hold eyelids apart and immediately flush eyes with plenty of water for at least 15 minutes. Get medical 
 attention immediately if irritation develops and persists. 

 Skin 
 Wash affected areas with soap and water. 
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 BK99026 - BAKOR 990-26 (47 MILS) 

 4. First Aid Measures - Continued 

 Ingestion 
 Not an expected route of entry in an industrial setting.  Get medical attention immediately. DO NOT INDUCE VOMITING. 
 Never give anything by mouth to an unconscious victim. 

 Inhalation 
 If inhaled, remove to fresh air. 

 5. Fire Fighting Measures 

 Flash Point:    NA °F NA °C 
 Flash Point Method:    NA 
 Lower Explosive Limit:    NA - Not Applicable 
 Upper Explosive Limit:    NA - Not applicable 

 Fire And Explosion Hazards 
 Rubber fire produced black, acrid smoke.  Weart self-contained breathing apparatus when fighting fire. 

 Extinguishing Media 
 Chemical foam, carbon dioxide (CO2), water fog or dry chemical. 

 Fire Fighting Instructions 
 Firefighters should wear self-contained breathing apparatus and full protective gear. 

 6. Accidental Release Measures 

 Contain and/or absorb spill with inert material (e.g. sand, vermiculite). Collect and dispose in accordance with applicable 
 regulations. 

 7. Handling And Storage 

 Handling And Storage Precautions 
 Keep containers tightly closed. Store in a cool, dry, well-ventilated area. Do not handle or store near strong oxidizers. 

 8. Exposure Controls/Personal Protection 

 Engineering Controls 
 Use with adequate general and local exhaust ventilation. When used outdoors, stay well away from building air intakes or 
 close and seal the intakes to prevent product from entering building. 

 Eye/Face Protection 
 Safety glasses with side shields or goggles recommended. 

 Skin Protection 
 Use with chemical-protective gloves to prevent skin contact. 

 Respiratory Protection 
 This product is an encapsulated mixture which reduces the likelihood of exposure to hazardous particulates. 

 The level of respiratory protection needed should be based on the evaluation of chemical exposures by a health or safety 
 professional. If required, use a NIOSH-approved air purifying respirator with organic vapor cartridge and particulate filter 
 or supplied air respirator. 

 Occupational Exposure Limits for individual ingredients (if available) are listed below. 

 Ingredient(s) - Exposure Limits 
 carbon black 
     ACGIH TLV-TWA 3.5 mg/m3 
     OSHA PEL-TWA 3.5 mg/m3 


